9U4 TUB M36ATIOK OP ALL 


ONE, &EC1WOM. A» SF^tAL OUTLEtS- ARg TO HE 
* PUPPY PR^ft TO I1©TALLATIO*t 


PAiKT A&*P HAUjSO^SRINS MOTES 



9J* A|pLB£CTR& 


IMS SOSEUST SHALL BB 0©N£EALS? IN PAKmie*© s 


COLLARS iF f*6QU?RS?. 
» IS AMPERES, !2S VOLTS 



TYPE "P* BALLASTS AS 


mx c&um heights 

mm, LMHTIM* AND 
9H0M1OM MANCIM » PUFFY 

* puffy* ATTBMnoH 


AND ALL 



AS^BTIO TILE CEILIN©; AS 


SHALL BB FURN1SHE? 8Y 
SHALL BC AS MSGOt^&OBE? 



iseg^FAgyg i*fi6H ts to ws-tAEi 


D SE TSWiNATED 
OUTLET TO ^BOVE 



CEiLIHa SYSTEM AS SHOW ON 


new y^f*k ^itt e>uos, <^pa. 


\ 


ETC; AS 



404 


4£» m 

AI4 


UNG.I 


THE BUILDING MANAGEMENT HAS HAP 

3 aschsrain that all duct work, 
alled and that all fireproofing 
exposed steel. 



PLENUM SYSTEMS (HVAG, PLUMBING ANP 
W%sm REQUIRED. TESTO? ST CONTRACTOR'S, 
JURISPKST10N TO THEIR PROPER 


COdRPiNATE TELEPHONE/SIGNAL CABLE 

co?smACTOR prior to completion 


SUFFICIENT STRENGTH AND RIGIDITY TO OARRY \ 
PLANE WITHOUT SEXCEEDINO A DEFLECTION j 

by the nmSXXf&H 

., ASR OOWmONINO OR MECHANICAL 

SHALL BE AS P'ER OEfAiLS SHOWN ON 


4.!o h»csun©«@hts ^m^mm&^m'o^^^mpu^,^^^^ 


m 


4JI 


4JS fHE ©83^3*§AL wniwiw S^rSJL 


«* COOPD554ATS TVS CglUINS WORK WITH 


4J5 rNTH 
AS© 
FOR 


THAT OP THE CABINET, PLUMBING, HVAG, ELECTRICAL WORK, t 
COMPANY WHEREVllPt HEIR RBFEGTIVE l*^RK IS CONTIGUOUS. 


P SPLINE INSTALLATION THE GENERAL CONTRACTOR SHALL PROVIDE 
L OEUNG ACCKS TILE IN ACOUSTIC CEILINGS TO FURNISH ACCESS 
£lSS5«e TO ALL AIR CGWiT^NG^U*^, T****E£2L 
icmaS SEMRIN© ACesS, LOCATicwi Tsn» =wb-**. ' ™" ! *"— ' 


ATTHESg 
4.14 THE GENE 


USING 
NTRAC 
ISTOf 


■ ANP INSTALL ALL CEILING ACCESS 
•MILCOR" STYLE K. SIZE OF ACCESS 
TORS WHOSE WORK !«OE5srrATES> 
IE APPROVED BY MANCINJ • DUFFY. 


4M im CBUm TILE JOINTS SHALL BE ALIGNED PERFECTLY WITH RECESSED LI&HTiN© 


THE TILE FIELD SHALL BE SflUMHE, LEVEL AND PERFECTLY AU6NED 
AMD WITH THE SUILD1N© FIXTURES. 


4M ALL 


4J7 CEILINGS Bi CLOSETS SHALL BE OP THE SAME HEIGHTS ANO CONSTRUCTION AS THAT 
OF M2J&m& SPACE. EJ«@*T AS OnWERWlfiE NOTED. 


4J© THE GENIAL CONfRACTOR 
IN ACOUSTICAL WORK AS R 


4W IN HITHiH BAG** AAEr\ 

EKBCUim » A Z&mm AS TC 


ME CUTO/TS ANP OTHm SPECIAL R?OViSIOHS 


^EILINa NORiC FlEOyiREHEMTS SHALL BE 
IDE A CmmGWB, MATCHING MS> AL!^NIN<S 
M SHALL BC PRBE OP ALL VISUAL E^^TS 


©^^i^ @f^#* eoAf^D oeu iN sPA^ass sh^m on the 
» iwmm m i » taped- sp Asm^ Ai© PAINTS? 


Si^^S^^Vm ■PO^IBLE EMPSMISION JOSNTS SHALL BE OC^EALED 



AHS TO BE 




AND; SPEAKERS 
INNORT 


LOCATED IN THE CEILING 
W^iSOttTH' AND EAST-WEST 


SjO! ALL PAINT TO BE P-l UNLESS OTHERWISE NOTED. 

ALL WALLS SHALL BE BG^Si&L FINISH UNLESS OTHERWISE NOTED. 
SjOS ALL PLASTY CEILINGS &mJL BE FAINTED FLAT WHITE UNLESS OTHERWISE NOTED. 
».©4 ALL DRAPERY POCKETS SHALL BS PAINTED TO MATCH CEILING. 

B oS WALLS SHALL INCLUDE SUHFAOES FROM FLOOR TO CEILING. 'NGW^NGFIL^TI^, 
5X?5 -^^S^^SS^VEALS. RETURNS. AND ALL VERTICAL SURFACES NOT 


SJOb CEILINSS FOR PAINT SHALL INCLUDE THE ®53®?AL SURFACE OF TVE CEILING, BREAKS 


9£Ti PAINT COLORS SHALL PS SPBSIFIED BY 


[AKCINI • DUFFY AND TJ-E G©4B^AL 
!■> FOR APPROVAL BY MANCINI * DUFFY. 


«DG ALL WALLS AND CEILINGS SHALL BE ^^^JS^,^^^^^'^^' 
ETC T^FRCfVTDS A FWECTLY SMOOTH FINISH AND SURFACE. REMOVE EXISTING 

WALL£fflypilN& AS RETIRED TO PRS^ARE WALLS. 

BJ04 ALL HARDWARE AND DSVICE COVS^ SHALL 86 RS*IOVE3 PRIOR TO PAINTING AND 
SHALL BE REINSTALLED AFTER COMPLETION OF WOPHC 


SJO ALL METAL DOORS. BUCKS AND CCWECTOS ENCLOSURES TO BE PANITED IN A 
SEMI-#L03S ©IAS 4 ®. FINISH. 

5 II ACCraS PAmS AND ACC^S DC^ SET INT© ^ALLS AND C^^I«TO BE PAINTED 
9M ^^T^^Tft ifj&i i*k TM^ ARE SET INTO IN A SEMI-GLOSS ENAMEL FINISH. 


5.12 THE CONTRACTORS SHALL, UPON COMPLETION, REMOVE ALL PAINT FROM NKERE IT 
WAS NOT INTENDED. 

9.13 THE CONTRACTOR SHALL USE LATEX 


MANCINI 
SURFACi 
IN COLO 


iVE 0>S (t> PRIMS <COAT, 
p BY MANCINI B K«t=Y. 


PAINT IN COLORS SELECTED BY 
SHALL PROPERLY PREPARE ALL 
7 ONE f2) FINISH COATS OF PAINT 


514 THE CONTRACTOR SHALL INSTALL WALLOON 
SHALL BE SMOOTH, WITH NO WRINKLES, fit 
BRUSH MARKS SHALL BB THOROUGHLY RO 


^ING WHERE PESIGNATED, WALLCOVERINGS 
ggLES OR LOOSE EDGES. ALL PASTE AND 
SDVED. WALLCOVERING ADJOINING WOOD OR 

mrn^E. mi. wrkmaj^mp men is NOT 


JdGED TO BE FIRST OUALITY, WILL NOT &B 


5.IS WHERE WALLCOVB3I 
MEETS DISSIMILAR 
SHALL BE INSTALL 


S TERMINATE AT AN OUTSIDE COWER DP A PARTITION AND 
WALLCOVERING OR A PAINTED SURFACE, A METAL STOP BEAD 
3? TO INSURE A CLEAN AND PLUMB INSTALLATION. 


5.16 ALL EXISTING LOOSE PAINT SHALL BE REMOVED AND SPACKLED OR PLASTER PATCHED. 

SS IN ALL PARTITIONS SHALL BE ^Ah2^£R CHSPTO^AY ANP 
R-PATCHED OR SPACKLED TO INSURE A PERFECTLY EVEN SWACE. 

SSlSrove prior to the application finish paint coat. 


5.IT EXISTING UNEVEpE 
SURFACES PLASH 
MANCINI • DUFFY 


5.1* THE CONTRACTOR SHALL INCLUDE SEMI-GLOSS 
WOODWORK IN HIS WORK. AS INDICATED ON REFE 


G OF ALL SHOP PRIMED 
DETAILS. 

^Twj^Trto * MAhfcSINl • DUFFY SHALL EXAMINE ALL AREAS OF CONSTRUCTION 
a^5SJS™N SfWORK BYALL TRADES (INCLUDING TELEPHONE INSTALLATION, 
FL^N^^^^S^ ALL NEC^^^RY 'TOUCH-UP' PAINTING AND/OR PATCHING. 

5J20 THE GENERAL CONTRACTOR SHALL RESERVE/ORDER SPECIFIED MATERIALS UPON 
BEING AWARDED THE CONTRACT TO AVOID DELAYS. 

531 ALL DOOR BUCKS TO BE PAINTED THE SAME COLOR AS DOORS UNLESS OTHERWISE 
NOTED. 

532 WALL COVERING SHALL BE PASTEDTO THE ^ ^^^^^^ 
AND ALL SEAMS BUTTED. HORIZONTAL SEAMS WILL NOT BE ACCEPTED. 


RESILIENT FLOORING AND WALL BASE NOTES 


SOI ALL NEW FLOOR TILE SHALL BE l/S" THICK VI^ COMP^ION UNLESS OTHERWISE 
NCTEdTrjRNISHED AND INSTALLS? Bf THs GENERAL CONTRACTOR. 

SEAJ^ShSx BE KEPT IN ACCURATE ALIGt^ M^K?JHCC^^^TtLE 

HAVING CHIPPED OR ^^J^J^^^ ^^t^TOR^ EXpSS 
REMOVED AND REPLACED WITH AG&EPTABLE TILE AT CONTRACTORS fcXFENSe. 

-nits «j4Al I BE LAID IN SOUARE PATTERN Wl"^ COURSES PARALLEL TO WALLS, UNLESS 
^ XS £££k I^^N^THE TILE 5HALL 

SHA1X BE LAID WITH TIGHT BUTT JOINTS. TVE AP»«Sivc mwu. cc wj^wnr,-^ 
Git- TILE MANUFACTURER AND APPLIED PER ADHESIVE MANUFACTURER. 

SPACES BEING SURFACED SHALL BE CLOSED TO TRAFFIC AND OTHER WORK DURING 
~* THE LAYING RESILIENT FLOORING. 

605 GENERAL CONTRACTOR TO EXAMINE SUB-FLOORS ™*^*^ll 0 FINISH ^° 
CLEANLINESS REOUIRE> l CNTS FOR EXECUTION OF RESILIENT FLOORING. 

a sFMPfitAL CJONIRACTOR TO INSTALL UNDERLAYMENT TO RECEIVE RESIL IENT Wf«N 
b °* H^Sn^SS^ S^^eVaSIsISrE THAN I/*' IN ANY * FEET DISTANCE 
OR MORE THAN 1/16* IN ONE FOOT DISTANCE. 

fe en L Mn™i AYMEHT PATCHING COMPOUND SHALL BE LATEX TYPE AS RECOMMENDED 
IN THE PUBLISHED LITERATURE OF The Attt^OVH? r*t=3iuiErtT ru«rj« 
AND APPROVED BY MANCINI • DUFFY. 

FOR RESILIENT FLOORING SHALL SE WATER PROOF TYPE A5 RECOMMENDED 
* f ^F^^^\^^&f^m^Nm RESILIENT FLOORING MANUFACTURER 

AND APPROVED BY MANCINI • DUFFY. 

6.04 RESILIENT FLOORING MATERIALS SHALL ^.^^^T^p'lSi^M 

COLORS SHALL BE UNIFORM THROUGHOUT IN COLOR. THE VARIATIONS FROM PIECE 

^■■^^y^t 1 : rn. Jr^TJSI j^sTvCo^XiAi i so hide as to mar the 

DECORATIVE VALUE OF THE FLOOR. 

tSO ALL MASONARY WALLS AND DRYWALLS SHALL HAVE 4" STRAIGHT BASE IN CARPETED 

AREAS AND 4" COVE BASE IN TILED AREAS. 
& II BASE SHALL BE PROVIDED IN STANDARD 4' PRECUT LENGHTS ^TH PRSjOLDED 
IfSSTi^NT^AL CORNERS. COILED STACK SHALL NOT SE ACCEPTABLE. 


5.12 BASS SHALL BE SET IN LENGTHS LONGEST AVAILABLE LENGHTS WITH NO PIECES 
LESS THAN 12"LONG 

6.13 AFTER INSTALLATION CLEAN WORK TC \SS^^^*fS^^SS£SSt 
STAINS. REMOVE WASTE MATERIAL FROM BUILDING AND LEAVE FLOORS BROOM 

CLEAN ANP IN GOOD CONDITION. 

fc ,4 WHEN DIRECTED AFTER CLEANING STRIP FLOORS OF ANY PROTECTIVE COATING 
Tm.^^ ^COMa OF WAX AS PER MANUFACTURES SPECIFICATIONS, TO ALL 

to JS FROVIDS AND MAINTAIN PROTECTION FOR RESILIENT fU^^J^*^ T ^J° 
^^^^mm. REMOVE PROTECTION W«N DIRECTED OR AT THg FINAL 


6 IS THE GENERAL CONTRACTOR IS TO RESERVE AND ORDER SPECIFIED TILES UPON 
BEIN# AWARDED THE CONTRACTOR TO AVOID DELAYS. 


9 


TjDI THE CONTRACTOR 
REOUiRtS? FOR Pi 

MANCINI » DUFFY 



^AWINGS* IS^^IN ^SCIrlEP, AKO : AG 


c^isiST op, arr mot umst^ to t 

»e I^LL^OI^i 

b. O^^^ST TtL^ 

U?©3^AY OUW0N 


#. INSTALLATION 




1. PLA^4 PATC^IN^ Tfi 
j. TW*@mOM R-^H PATO 

? n^O^!» LEVEL PI 

TMS 6©NTRA£>TO^ ^lALL Or«^^ AL 
IBLE TOTAL Y A^A^E ^SJS? 

L FIS-D CONPITHW© A 


1^ THE CONTRACTOR 
Tl« MAJ4TAOT1 


CHARTS IP 

AT Tre 


1^4 TrC CONTRAST 
THAT MAY BE 


m^L moVIPE SUST.pmE P^OTEOTt^ AMY V85WIOAL SWFACE 



LEV. L. 
6. ALL 
d. USE APf-ESIVH AS 


FLOOR PAT&H1NS 
©E FLASH 
6Y 


FILLED WITH 
AS R^aUIREO. 



T.06 IN Mi. AREAS 

PROVIDE AND INSTALL A 
MANOINl * PUFFY. 


IH5TALLED l^!N© WOKERS 
M^TS 


FU3^3R TILE, THE 
COLOR AND FINISH 


ALON© SEAMS. 

CONTAOTOR SHALL 


b. 


T.OT INSTALLATION - BROAPLOOM OVK PAPDINS APjerftr sv^lQLe 

^^^^ ^tje^ii^M HATB?JAL SHALL BE LA P N 1>E LARSraT FOSSISLE 

ALONG WALLS. V^TICAL SURFACES OR WJEOTONS AM? INTO TRIM 
OR EDGE STRIPS. LENGTHS TO BE AS LONG AS FRAT1CAL. 
UNDERLAYING CUSHION SHALL BE CEMENTED TO THE FLOOR WITH AN 
AFPRMD WATa?ROOF^SfelVE TO PREVENT SHIFTING AND BUCKLING 
^^S^^^CARPET^^^ACrURL-R. ALL EDGES SHALL HAVE 

SOLID APPLICATION OP ADHESIVE. M v,« T 

LAY OUT UNDERLAY CUSHION SEEMS SO THAT CARPET SEAMS DO NOT 
^^wS^ AND OFFSET THEM^ AUEAST 6 INCHED 
. r A «wt=T shall BE INSTALLED WITH ROBERTS TACKLES® STRIP. NAIL 
T^Ss^miP. TO sl^Fi^ON 4 FEET CENTERS AT ENT1NE Pf<lM^ 
Spm£m£S ; to Treceive CARPET WITH PAD THET ACKLESS 
STR^O^B^LOOR ON EDGE BACK FROM ALL 

SuRFAC^SO THAT CARPET MAY BE INSTALLED WITH A ROLL EDGE 
HEDGING BETV4SN EDGE STRIP AND VERTICAL SURFACE. 
0 ^BROASSf OVER PADDING SHALL BE '^AiJ^USING POWER 
STRET^RS (LENGTH ONLY; AND KNEE KICKERS (WIDTH ONLY). 

™* ^ cStwrS" sSS BE INSTALLED IN ACCOf^A^^T^KAN^^ 

TnS^CTIoS ANDlN A MON0UWI6. CORNm TO CORNER METHOD WITH 
^ RUNNING IN A NORTH SOUTH DIRECTION, 

b. ADHESIVE' AND ITS APPLICATION SHALL BE AS PER MANUFACTURERS 

RECOt^®©ATIOI»©. , 
c CARPET TILE SHALL BE LAID SO AS TO HAVE A TIGHT AND FLUSH JOINT, 

H ^b^Ti^TaYCVT a^AU. USE A MAXIMUM >4M3ER OF FUi- JILES. 

t dirSt Slue down insta£lations shall not recieve furniture or 
SSnr ^tr^ic for ^SyIight f4&; HOURS after installation. 

1£ n MJL ciosers shall have same floor covering as adjacent areas. 

1 IO THE CONTRACTOR SHALL INSTALL CARPET TILE WITH PILE INCLINATION fWAF) IN ONE 
' DIRECTION, OR AS RECOMMENDED BY MANUFACTURE. 

THE CONTRACTOR SHALL INSTALL ONLY EITHER ^CWOR 'SSS^SKS^t^S 
■fS SS. PLO^L FOR ANT FLOOR WHE^ TOPS_" J OR ^OTTOMS»_OF 6ABm™£ 
ARE BOTH INSTALLED THE CONTRACTOR MUST SUBMIT A Vfwv ^ [ ^ r ^^"^.J^: ' ' 

^c^gIKc^tural. ^^^J^^:j^S^ .nSalSSon. 

v*Tw/-.iwi » nt*W VIST APFROVE SUCH RECOMMENDATIONS PRIOR TO INSTALLATION. 

rtrwrun ... . 

r Arppt TILE COVe?AGE MUST BE MARKED ON BOXES AS EITHER "TOPS' C^ J^TTOMS* 

^^tSSor^iTS-so MARKPLANS FOR CLIENT clearly indicating 

^^^:^^^4^^1StAUJ=D FOR CORRECT FUTURE REPLACEMENT 
OF CARPET TILES WHERE REQUIRED. 

IN THE CASE THAT THE SPECIFIED MANUFACTURER .SHOULD CHANGE ANY ITEM OF 
THE^SFEOIFIGATION AFTER THE CONTRACTOR HAS BEEN AWARDED THE BID, THE 
CONTRACTOR 19 TC? lHC/nrT nrwirw - . . 

ANp RECESSES AGAINST 


T.I I 


TJ2 


1J5 
T.I4 


-T.I6 


Tift 


CUT AND FIT CARPET MODULES NEATLY INTO 
BASES, FEHMA^NT CA©IN£TS AND SSJIPHENT. 

yl^ ^vrsj^raa SHALL SUBMIT A LAYOUT TO MANCINI * PUH^ 

F^SItSC W ADDttToN, IN SUCH INSTANCES WHERE CARFETAP^A^ 
^^iTnT//^ raJT NOT A DEFINATE WOVEN DIRECTION, THE CONTRACTOR 
^^^S^T^^m ^T^S DIRECTION IN WHICH CARPETING 

SHALL BE INSTALLED FOR APPROVAL. 

SAMPLES OF EACH CARPET SELECTED SHOWING COLOR AND PATTERN, T^?™* 
WTTHMAHUFACTU^S SPECIFICATIONS, SHALL BE SUBMITTED TO MANCINI DUFFY 
FOR APPROVAL PRIOR TO ORDER PLACEMENT. 

THE CONTRACTOR SHALL PROVIDE SAMPLES OFALL 

a&ToU DYED CARPETS FOR MANCINI • DUFFY REVIEW "STRIKE OFF CHARGE 
SHALL BE CARPET CONTRACTORS RESPONSIBILITY. 

ALL WORK SHALL BE PERFORMED DURING ^^J^^^^-'^^^B 
THAT PREMIUM TIME IS ^^J^^^J9^^^^^^\^S^ 
Ah© MEET THE COMPLETION DATE, THE CONTRACTOR SHALL BE RBajIKBJ <J& sowc 
SSc^ dS^TSAND THE CLIENTS APPROVAL BEFORE COMMENCING. 

THE CONTRACTOR SHALL COORDINATE THE C^PET ^J*™ THE WORK OF 
OTHER TRADES WHEREVER THEIR INSTALLATIONS COME TOGETHER. 

-™ * — ~** gM^ji BE P£SFO>S!SLE F^R PROPER STORAGE AND 

^ WSSUALS AND EQUIPMENT DURING THE INSTALLATIOR 


CA&PBT PADDING TO MffiT THE FOLLOWING MINIMUM SPECIFICATIONS. 
THICKNESS - NO MORE THAN .4SO 

DENSITY - NO LESS THAN 42 LBS PER CUSIC FT. 

COMPRESSION RESISTANCE - NO LESS THAN SCO ^AMS PER SSiARE INCH. 
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